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ENHANCE YOUR PRODUCTIVITY
IN REDUCING THE NUMBER OF TOOLS

DRILLING THREAD WHIRLERS
WITH THROUGH COOLANT



DIXI 1742

Z = 2

DIXI 1744

Z = 4

M 5.00 0.80 4.00 12.5 1.50 8                    60
M 6.00 1.00 4.80 15.0 1.85 8                    60
M 8.00 1.25 6.40 20.0 2.30 8                    75
M 10.00 1.50 7.80 25.0 2.75 8                    75
M 12.00 1.75 9.50 30.0 3.10 10                  100

303475
303476
303477
303478
308709

M 5.00 0.80 4.00 12.5 1.50 8 60
M 6.00 1.00 4.80 15.0 1.85 8 60
M 8.00 1.25 6.40 20.0 2.30 8 75
M 10.00 1.50 7.80 25.0 2.75 8 75
M 12.00 1.75 9.50 30.0 3.10 10                  100

303479
303480
303481
303482
308710
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D nom. Pitch D1 L1 L2 Dh5 L DAC

D nom. Pitch D1 L1 L2 Dh5 L CUTINOX

DRILLING THREAD WHIRLERS
WITH THROUGH COOLANT

DRILLING THREAD WHIRLERS
WITH THROUGH COOLANT

DIXI 1742     Cutting conditions
Tool                        M10x1.50 Ø7.80 Z=2 DAC
Material                Aluminium 6082 (Wr N.3.2315)
Vc                           235 m/min             n   9’590 rev/min
Fz                            0.25 mm/tooth
Vf                            4’795 mm/min (1’055 mm/min to axis)
Depth                     20 mm (2xØ)
Strategy                Plunging (roughing) + upmilling (finishing)
Tool life                 >2’000 ISO 6H without tool correction
Cycle time            22 seconds

DIXI 1744     Cutting conditions
Tool                        M10x1.50 Ø7.80 Z=4 CUTINOX
Material                Stainless steel 316L (Wr N.1.4435)
Vc                           90 m/min               n    3’673 rev/min
Fz                            0.15 mm/tooth
Vf                            2’292 mm/min (485 mm/min to axis)
Depth                     20 mm (2xØ)
Strategy                Plunging (roughing) + upmilling (finishing)
Tool life                 >1’000 ISO 6H without tool correction
Cycle time            33 seconds
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