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DIXI 7220-3D

ROUGHING TOOLS RELEASED
DIFFICULT TO MACHINE MATERIALS

D1 d12 L1 D2 L 2 Dh5 L Z C-TOP 

 3.0 4.5 2.8 9.0 6 55 3 
 3.5 5.5 3.3 10.5 6 55 3
 4.0 6.0 3.7 12.0 6 55 3
 4.5 7.0 4.2 13.5 6 55 3
 5.0 7.5 4.6 15.0 6 55 3
 6.0 9.0 5.5 18.0 6 64 4
 8.0 12.0 7.5 24.0 8 64 4
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APPLICATION EXAMPLE 

Material: Stainless steel 1.4441
n = 10’610 rpm (Vc = 100 m/min)
Vf = 1’592 mm/min (fz = 0.05 mm)
Lubrication: Emulsion
Machine: 3-axis machining centre

0 50 100 150 200 250
Machined length (meter)

Competitor

DIXI 7220 ø 3 mm C-TOP

DIXI 7220

D1  d12 L1 Dh5 L Z C-TOP 

 3.0 4.5 6 55 3 
 3.0 8.0 6 55 3 
 3.5 5.5 6 55 3 
 4.0 6.0 6 55 3 
 4.0 10.0 6 55 3 
 4.5 7.0 6 55 3 
 5.0 7.5 6 55 3 
 5.0 13.0 6 55 3 
 6.0 9.0 6 55 4
 6.0 13.0 8 64 4
 8.0 12.0 8 64 4
 8.0 16.0 8 64 4
 10.0 15.0 10 67 4
 10.0 22.0 10 67 4
 12.0 18.0 12 83 4
 12.0 26.0 12 83 4
 16.0 24.0 16 92 4
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CARBIDE
Carbide with optimal toughness

GEOMETRY

 − New generation of dropless coating
 − Outstanding resistance to wear, oxidation, 

even at very high temperatures

COATING C-TOP

New chipbreaker geometry guaranteeing
better chip resistance
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